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DESALIN AM

DeSalin AM is a powerful water-based formulation
used as a disinfectant and fungicide treatment against
mould, algae and microorganisms suitable for areas of
high humidity such as kitchens, bathrooms, swimming
pools, etc., and external applications on masonry,
natural stone, tiles, concrete surfaces, and
painted and non-painted walls.

How does DeSalin AM work:

The fungicide ingredients in SurfaPore DeSalin AM breaks down
and kills mould’s, algae’s and other microorganisms without
damaging the surface.

How do I prepare the surface before applying DeSalin AM:

Dry brush the surface to remove heavy deposits of
contaminants.

How do I apply DeSalin AM:

Using a soft brush apply DeSalin AM undiluted at the rate of
between 8 and 10m²/ltr over the contaminated surface working
the solution into a foam. After 24 hours use a soft sponge or a
stiff brush to scrub the surface and rinse with copious amounts
of clean water. DeSalin AM maybe used as part of a maintenance
programme and may be diluted with up to 9parts clean potable
water and used as an efficient cleaner and disinfectant for
everyday use on tiles in bathrooms and swimming pool areas.
DeSalin AM is a recommended pre-treatment for our range
of SurfaPore products.

✓ Simple and easy to use.
✓ Water-based formulation. No 

solvents.
✓ Does not change original 

appearance of the 
application surface.

✓ Broad action spectrum 
against fungal spores, moulds, and 
microorganisms.

✓ Long lasting action.
✓ Suitable for interior and exterior 

use.
✓ Non-bleach solution. Can be used 

both internally and externally.
✓ A wide application spectrum 

(bathrooms and shower areas, 
painted and unpainted walls, 
cement and gypsum-based 
products, stones, tiles, fountains, 
and swimming pools)

Specification Tip for Design Professionals:

DeSalin AM may be specified by name or by using the following
description: a water-based formulation used as a disinfectant,
fungicide-preservative against mould, algae and
microorganisms suitable for internal and external masonry
surfaces.



Product Information Page

Protect the environment: Dispose of waste in accordance with the local authority
regulations.

Disclaimer: The general information provided in the present technical description, application guidelines and other
recommendations, is based on research and experience. However, the client is obliged to determine themselves what
products are suitable for use. Accordingly, no liability will be accepted by IBC Limited t/a SURFASOLOGY™.

For further information contact the SURFASOLOGY™ Technical Department.

SURFAPORE DESALIN AM

TECHNICAL DATA:

Appearance Milky white coloured emulsion

Application Temperature Plus 5°C

Coverage (surface applied) 6-8m² per litre (depending upon the porosity of the surface)

Boling point / Flash Point >100°C

Density 0.98g/cm³

pH Value 8.8

Storage Conditions Protect from frost

Shelf Life 2 years from manufacture date

How does DeSalin AM work:

Coverage:

Between 8 and 10m²/ltr depending on the severity of the contaminants.

What is the shelf life of DeSalin AM:

DeSalin AM has a shelf life of 24 months form the date of manufacture. DeSalin AM should be stored in the
original manufacturer’s sealed container in cool dry conditions and protected from frost.

Health and Safety: Suitable personal protective equipment, to include gloves and eye protection, should
be worn when applying DeSalin AM. If contact with skin or eyes occurs wash the affected area with
copious amounts of clean water and consult your physician if necessary.




