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Dryzone

Dryzone® is a high concentration formula cream that is injected into a masonry wall to
prevent ground water rising up through the wall(rising damp). Dryzone® is the world’s
most rigorously tested rising damp treatment.

How does Dryzone® work:

• When injected into the mortar course the Dryzone® cream disperses and forms a chemical barrier which
repels ground water.

How do I prepare the surface before applying Dryzone®:

• On plastered surfaces remove the contaminated plaster from the wall.
• Select a mortar course line that is150mm higher than the external ground level.
• Drill a series of 12mm diameter holes, which are 120mm apart and are drilled to a depth of 90% of the

thickness of the wall into the selected mortar course.
• Blow out the dust from the drilled holes using a dry air method (bicycle pump).

Note: For single leaf walls, select a mortar-course line that is at least 150mm above the external ground-
level.

For double leaf-walls, the selected mortar-course line on the external leaf
wall should be at least 150mm above the exterior ground/path level.

For internal leaf walls the selected mortar-course line should be as close to
the floor as possible.

Specification Tip for Design Professionals:
Dryzone may be specified by name or by using the following description: a propriety ready to use
creamwhich provides a highly effective chemical barrier against rising damp in masonry walls.

✓ Quick and easy to install
✓ Concentrated formulation (over 

60% active ingredient)
✓ Low hazard
✓ Spillage and mess virtually eliminated
✓ Consistent application rate
✓ Does not require specialist electrical 

equipment
✓ Approved by several independent 

tests
✓ BBA approved
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Please protect the environment: Dispose of waste in accordance with the local
authority regulations.

Disclaimer: The general information provided in the present technical description, application guidelines
and other recommendations, is based on research and experience. However, the client is obliged to
determine themselves what products are suitable for use. Accordingly, no liability will be accepted by IBC
Limited t/a SURFASOLOGY™.

For further information contact the SURFASOLOGY™ Technical Department.

How do I apply Dryzone®:

• Using a Dryzone® application gun, fill the holes to capacity with Dryzone®cream. 
• Plug the drilled holes using a cement mortar, like Maxplug, and re-plaster the walls using Dryzone

plastering system.

Cleaning:

• Use fresh water to clean all equipment.




